WARNING: BURN HAZARD

RECOMMENDED BOILER BLOWDOWN PIPING - SEE NOTE BELOW

FOR USE WITH SUSMAN BOILERS

SERIES: ES, SSB, & H1

MACHINE PACK MOUNTED BOILER

EXTERIOR MOUNTED BOILER

CAUTION: BURN HAZARD

DURING BLOWDOWN PROCESS, EXTREMELY HOT VAPOR IS RELEASED FROM BLOWDOWN DRAIN.
USE EXTREME CAUTION IN VICINITY OF THIS DRAIN DURING THIS PROCESS

STANDARD REFRIGERATION MACHINE PACK

TEST CHAMBER

WARNING LABEL: BURN HAZARD

STEAM BOILER BLOW DOWN
DRAY 50' N.P.T.F. 40 P.S.I.G. (276 KPa)
TEMP. RANGE 180f-260f (82C-126C)

PROPERLY PIPE BLOWDOWN DRAIN TO FACILITY FLOOR DRAIN
(USE HIGH TEMP NYLON, PVC, GALVANIZED OR EQUIVALENT TUBING/PIPE)

FACILITY FLOOR DRAIN PIPED TO PROPER DRAINAGE

NOTE: CHECK LOCAL CODES PRIOR TO PIPING.

BLOWDOWN SEPARATOR TANK MAY BE REQUIRED PRIOR TO FACILITY DRAIN.
THIS IS NOT THE RESPONSIBILITY OF ENVIROTECHNICS

I:\Engineering\R-refrigeration\BOILER PIPING